Wireless Alarm C1260S(W)
PAN & TILT NIGHTVISION

IP CAMERA
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DUAL STREAMING MPEG4 / M-JPEG, Duplex Audio 

PAN & TILT with IR leds
C1260S(W) IP Camera offers a cost-effective, indoor pan/ tilt camera solution for remote day/ night monitoring and security surveillance over a local area network or the Internet.  The camera is ideal for use in small or mid-sized businesses and homes, it is also easy to set up and use.
C1260S(W) is an embedded IP camera device designed for network video surveillance applications.  Optimized dual video compression algorithm assures clearer and more fluent image transmission. It uses 420 TVL 1/3” Sony CCD, the latest technology and high integration single chip SOC with powerful Linux RTOS (Real-time Operating System) to offer high performance and low cost digital multimedia solutions.  Built-in Web Server allows users to conveniently control the cameras  via Internet Explorer.  Furthermore, central management software can be used for integrated surveillance and management of multiple network cameras, so it is very easy to build large video surveillance systems.
Performance: 

- PAN & TILT mechanism with optional presets and cruise/ patrol

- 24 IR leds, effective up to 20 meters.

- High-density and programmable communication media processor 
- Adjustable Video & Audio data rate, support stereo audio.

- Hardware OSD, text and Time display

- Maximum 300% digital zoom
- 3GPP mobile phone surveillance
- Apple QuickTime & VLC media player RTSP streaming protocol compatible.
- Multi-profile video, MPEG4 & JPEG simultaneously dual encoders offer transmission with High Definition video over low network bandwidth capability. 

- Up to 30 frames per second in all resolutions ranging up to 720 x 576

- Up to 10 viewers can directly access the camera simultaneously 

- Built-in Web server enables the use of a standard Web browsers for viewing and managing you camera network
- Built-in hardware motion detection (3 detection zones, 9 level sensitivity), 

- Recording to local SD card, USB 2.0 hard Disk, or to DFS server/ LANDISK. 

- Remote playback recorded video and snapshots on SD card and USB storage.
- Support remote software upgrade function

- Support dynamic IP address (DDNS), LAN, Internet (ADSL PPPoE & DHCP) 

- Network protocols: PPPoE, ICMP, TCP/IP, HTTP, AUTH SMTP, FTP, NTP, NFS, DNS, DDNS, ARP, DHCP, RTP/RTCP, RTSP, Multicast, UPnP
- Provide motion detection and sensors alarm functions (via FTP, E-mail & Alarm output)

- Provide RS485/RS232 serial port with several built-in PTZ and decoder protocols supports transparent protocols.
- Provide SDK and client demo source code.
- Optional IEEE802.11g/b Wi-Fi wireless LAN.

- Optional POE (Power over Ethernet)

- Support auto-IRIS lens (optional)
- Support optional high sensitivity CCD sensors

- Support Bi-directional real-time transmission of audio talk-back & broadcast.
- Network self-adapting technology to adjust video frame rate automatically according to the network bandwidth.

- Provide SDK and client demo source code.
- Optional IEEE802.11g/b Wi-Fi wireless LAN (C1260SW)

- Optional 360º continuous PAN mechanism 
Technical parameters:

Imagine Sensor:  420 TVL, 1/3 Sony CCD, Day/ Night 
IR Leds: 24 leds, 20 meters effective range
PAN & TILT : model A : 355º PAN, 90º TILT

             model B : 360º continuous PAN, 90º TILT with auto flip

PAN & TILT Speed:  model A : 12º /sec PAN, 10º/sec TILT

                    model B : 32º /sec PAN, 10º/sec TILT

Presets & cruise: 128 presets with cruise
Video compression: DUAL STREAMING MPEG4 / M-JPEG

Video Resolution: PAL: 352x288（CIF）,720x288（2CIF）,720x576（D1）
                  NTSC: 352x240（CIF）,720x240（2CIF, 720x480（D1） 

Adjustment of Video Parameters: Brightness, hue, contrast, saturation and image quality
Streaming Format: Optional streaming format (video streaming or audio & video streaming)
Video Frame Rate: PAL: 1 - 25 frames/second
NTSC: 1 - 30 frames/second

Video Compression Bit Rate: 16Kbit/S～3Mbit/S, constant bit rate or variable bit rate

Audio Input: 1 channel linear input, Impedance:1kΩ

Audio Compression: Stereo ADPCM & MP2 AMR
Audio Support 

-Frequency 20-20000Hz, S/N ratio more then 55dB.  Mono/ Stereo, Bi-directional.

-Adjustable audio data rate, 16Kbps to 64 Kbps.

-Synchronized video + audio compression.

Audio Output: 1 channel linear output

Supported Protocols: PPPoE, ICMP, TCP/IP, HTTP, AUTH SMTP, FTP, NTP, NFS, DNS, DDNS, ARP, DHCP, RTP/RTCP, RTSP, Multicast, UPnP
Installation 

-Via Configuration S/W or Web Configuration

-Firmware upgrade over Ethernet.

Motion Detect 

-Programmable motion detection, up to 3 regions; Sensitivity: 1~9
-Alert out via E-Mail/MMS/FTP/Alarm, at sensors state varied or Motion Detect.

-Capture max. 15 pre-alarm frames and 15 after-alarm frames.

-Store captured images to SD card or Network Disk (NFS). 
ADSL AutoDial 

-Support, New WAN IP auto e-mail notification.

System Interface: 10 Base-T/100Base-TX Ethernet port; 1 RS485 port, 1 RS232 port; 
- Optional 2.4GHz, Wi-Fi 802.11g/b with WEP/ WPA/ WPA2
-SD: 1 slot for SD card up to 32 GB

-External Power Supply.

-Reset: Factory settings restore button

Alarm Input: 1 channel on/off input, supporting NO (normally open) or NC (normally close) sense, 12V DC 50 mA
Alarm Output: 2 channelS NC/ NO relay output, Contact rating 3A@125V AC / 30V DC 
User management 

-Up to 99 Users Log in 

-3 levels, Username & Password Protection. 
Antenna (C1260SW)

-  2dBi @2.4GHz

-  IPEX1.13

Other Features

-Snapshot, Schedule recording.

-Time stamp and text overlay.

-Programmable IP / Subnet / Gateway.

-Auto search class D domain server.
-Auto Recovery when disconnected.
-Simultaneously multiple clients service (max. 20 connections), Dual streaming output 

-Bundled free 16 Channels Recording Software, SMS SERVER, PDA CLIENT.

-3GPP compliant. 

-VLC (Linux), QuickTime compatible
Input Power Supply: DC 12V 1A, Optional POE support
Maximum Power: Less than 12W

Operating Temperature: -10 ~ +55 ℃ 

Storage Temperature: -20 ~ +70 ℃
Operating Humidity: 10 ~ 85%

System Requirements: Operation System: Microsoft Windows XP
                      Browser: Microsoft Internet Explorer 6.x or above
3GPP Phones:  Nokia N93,N90,N80
Motorolla E1070, raza 3.x, V3X

Sony Erricson k608i, k610i, w900i

Dopod 595, CHT 9100 
Contact us at : 012-6547895, 012-6546209, 083 798 7895   admin@wirelesscamera.co.za
_1290409133.psd

